
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

The VeloSoleX 3800 

 

A detailed pictorial model history 
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The 3800 arrives in 1966 

 
Its retail price in France is: 373 F 

Production starts with engine number 3800001 

The frame is identical to that of the 3300 

 
New, more powerful engine thanks to a new cylinder 

with an inlet port of 8 mm instead of 7 mm 
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The new engine case is marked ñCyclo moteur 3800ò 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
A new oil seal of 40mm diameter is fitted between the crank end ball bearing 

and the friction drive roller. 
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A new crankshaft with a longer thread is fitted for the clutch securing nut. 

New crank end bearing: a 6203 is secured by interference fit (pressed in). 
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The friction roller runs on 2 bronze bushes and has a smaller diameter: 

 
42 mm (45 mm in the 3300) 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

The clutch drum is secured to the friction roller with an octagonal nut of 37 mm 

across the flats (AF). 
 

There are now 8 slots in the base of the clutch drum. 



9 
 
 
 

 

A 21mm AF (across flats) nut and a shim allow a small amount of clearance for the 

friction roller. 
 

A pressed metal cover with oil seal protects the clutch from any grease that 

might escape from the bearing. 
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A second 21mm AF nut secures the centrifugal clutch mechanism to the crankshaft 

in the 3800 engine. Itôs secured between the two nuts. 
 

In the 2200 engine this was clamped between a single nut and several bushes and the 

clutch end bearing against a step in the crankshaft. 
 
 

 
A new headlight cover is marked with the characters S3800 coloured white. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

A red and white sticker is fixed to the air cleaner cover. 
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A new carburettor is installed: the new fuel filter is now fitted from the top instead of 

the previous brass tube. 
 
A new idle air intake grill now has 7 holes instead of the previous 3 slots. 
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Comparison of the old (right) and the new carburettor (left). 
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A new fuel pump: 

 
The front cover is now glued in for a more reliable seal. 

The four corners are now of identical thickness. 

 
The pump is mounted with 4 identical bolts instead of the previous 2 brass screws at 

the top. 
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A soft seat cover with brand ñPryma Tansatò is available with a new dot pattern. 

 
Soft: 
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The older seat cover branded ñBrownò with a line-type grain surface continues to be 

fitted as standard. 
 

Hard: 
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A few months later, the new plastic tank arrives. 
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October 1966 

 
New, wider, more strongly rounded mud guards are fitted with a flute along the edges. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
The front mudguard is extended and forms a protective shield between the 

exhaust gases and the mud flap. 
 
The right edge of the guard is flattened out to accept the mounting strip of the muffler 

between it and the mud flap. 
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New shorter mud flap with only two mounting holes. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
The metal mud flap fixing strip is shorter, no longer has any folded edges and is cut 

with semi-circular ends. 
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New read mudguard stays. The bent ends are several mm longer. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Visible in the photo in the centre in black. 

 
A few more mm longer beyond the mounting hole. 

 

new  old 
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From 1967 they are screwed to the inside of the mudguard. 
 
 
 
 

New and longer taillight cable covers. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
New luggage carrier: the two mounting holes for the rear stays have been moved 

forward by 8 mm. 
 
 

 

November 1966 

 
New bell 

 
The throttle cable roll no longer has a collar 

 
A reinforced version of the pedal crank drive is fitted. 

 
New pedal sprocket with 34 teeth, the chain is now 83 links long. 

 
New brake handles: the Bowden cable inner is no longer clamped by a screw, 

but used a nipple. 
 

Left and right handles are identical. 

 
These parts have been fitted as standard at the factory at Tours since November 1966. 
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New longerons: the cut-outs for fitting the footplate are deleted. New 

stator bolts with non-removable serrated washers and full length threads. 

 
They replace the cylinder headïtype bolts with spring washers. 

They are used exclusive as the inside bolts. 

 
 
 
 
 
 
 
 
 
 
 
 

 
A new air cleaner cover is fitted with the stamped-in lettering ñD£PARTò and ñSTARTò 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

The crank case now has a slot which is used to secure a spring hook-end on the 

Micron. 
 
 

 
The logo S3800 on the headlight cover is now silver coloured. 
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July 1967 

 
New cylinder: the exhaust port is drilled through at a different angle which is designed 

to reduce the carbon build-up in that area. 
 
From No. 4.101.356 a 14mm AF flywheel nut is fitted as standard. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

To extract the flywheel, a simple extractor disc can now be used without having to 

exchange the nut. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Previous extractor kit. 

 
Washers are also fitted under all wheel nuts from now on. 

 

March 1968 

 
The plastic tank is now fitted to all production models. 
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May 1968 

 
Price: 393 F 

Introduction of the throttle grip. 

It allows going slowly without using the front brake. 

 
A small follower runs along a plastic cam which pulls on the throttle cable. 
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The throttle cable cam 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
A new handlebars ï only the right hand side has changed. 

 
The little indentation which held the old handle in place is gone. A cut-out in 

the bottom of the tube allows the movement of the cam. 
 

The locating bolt is now at the bottom. 

 
There are two exit ports for the Bowden cables. 
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The cable covers are now metallic grey. 

 
A new fixing bolt with a thicker hexagon head is fitted just for the right side grip. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
The new throttle cable drum remains grey. 

 
The edge is reduced from 1.8mm to 1mm to clamp the new thinner throttle cable. 
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The headstem bearing nut looses its serrations, the wavy spring washer 

disappears and the octagonal nut is now taller. 
These new parts are fitted at the Tours factory from November 1966 and are generally 

fitted from April 1968. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

before 
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after. 

 
 
 
 
 

 
A new bearing cone and a new fork-T without machined step. 
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old 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

new 

 
A new tank cap is used with smaller handles. 
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The 3800 is going into production in colour. 

 
It uses the colours of the Micron: red and blue. 
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Seat cover, handle grips, footplate, flywheel cover and tank are made from 

light grey plastic. 



33 



34 
 
 
The headlight shells are made from red or blue plastic. 
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The mud flap is metallic grey. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
The engine lift arm and air cleaner cover are painted light grey. 
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The engine mounting plates are painted either black or light grey. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
The entire frame and sheet metal parts are painted red or blue ï even the stand 

and the seat frame. 
 

The tyres remain black. 

 
The engine numbers for the coloured bikes are mixed in with the black ones. 
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There is now a longer and skinnier ignition coil. 

 
It is mounted using 2 shorter bolts, the same size as those in the fuel pump and the 

lighting coil. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
new coil at the right 

 
 
 
 
The ignition cable gets an extension and a small white rubber sealing ring. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

November 1968 

 
A series of Solex are produced using the earlier throttle cable drum with the 1.8mm 

edge. 
 
To clamp the throttle cable, it has to be wound around the clamp screw. 
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Around 1968 

 
The tyre pump is manufactured from black plastic, replacing the aluminium version. 
 
 
 
 
 
 
 
 
 
 
 
 

1969 

 
Price: 420 F in black, 447 F in colours. 

 
New left brake handle is as on the Flash which enables the brake cable to roll over. 

The fixing bolt is now fitted from below. The handle bars are changed to suit. 
 

The brake handle bases for the left and the right are now identical. 
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The grips change to dark grey. 
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A little later, a new bell is fitted but the holes in the handlebars remain. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
The seat covers ï soft and hard ï are made in dark grey, as is the foot plate. 
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The colour schemes of the 3800 are changed: 

 
A red or blue ôLuxeô version is made with stainless steel mud guards and white wall 

tyres. 
 

Their grips, seat cover and footplates are also dark grey ï coloured versions with 

light grey plastics. 
 
The engine lift arm is chromed and sports a black ball end. 
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Production of a new engine case is commenced, but it isnôt generally fitted 

until later. 
 

The crank end bearing seat is shallower. 

 
It saves about 1.5mm in width and a new oil seal can be fitted with a diameter of 

31mm. 
 
This seal can be removed from the friction roller side without disturbing the bearing. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

New smaller seal: 31mm OD in place of the older 40mm OD one. 
 
 

 

March 1969 

 
A new decompression valve is trialled without a slotted top, to make its adjustment 

during production easier and quicker ï by not having to line up the lever with the slot. 
 

This solution was dropped soon however, due to many problems with adjustments 

changing by the nut rotating from vibrations in service. 
 
 

 
A new white throttle disk is fitted to the carburettor: it sports an angled groove on 

its reverse side to allow tucking in the free end of the Bowden cable. 
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To enable machine installation of the manifold, a Phillips head slot is used in its bolt 

heads. 
 
 
 
 
 
 
 
 
 
 

 
The new front engine mudguard is stamped with a óbuttonholeô. 

The mounting holes are open slots to make removal easier. 

The front edge gets a pressed-in rib. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
Its anchor point in the engine casing is also made longer to provide better stability. 


